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M-346 F Block 2

Highlights

Powered by leading edge digital technologies, the Block 20 brings
advanced avionics and Human-Machine Interface, state-of-the-art
sensors and weapons, innovative operational features.

Large Area Display (LAD) for excellent situational awareness and
low workload

Twin engine configuration for maximum flight safety
Quadruple redundant, digital Fly-By-Wire Flight Control System
Unparalleled maneuverability

Designed for Air-to-Air and Air-to-Ground missions in high threat
scenarios

Reconfigurable sensors suite through external pods

Precision weapons delivery capability

Tactical communication system for seamless interoperability
Built-in integration with Ground Based Training Systems (GBTS)

Operational Live, Virtual, Constructive (LVC) training capability

The M-346 F Block 20 is a high-performance light fighter able
to play Air-to-Air, Air-to-Ground and Reconnaissance
operational roles, while retaining the training capabilities
characterizing all M-346 platforms. Its quadruple redundant,
Fly-By-Wire flight control system, high Thrust-to-Weight ratio,
and advanced aerodynamics provide a high level of
maneuverability in all mission configurations. Its state-of-the-
art HMI based on Large Area Displays provides the pilots with
excellent situational awareness and low workload. The aircraft

performance, twin-engine formula, main systems redundancy,
and tailorable Defensive Aids System ensure an excellent
survivability in the most complex scenarios. Seven hardpoints
enable the M-346 F Block 20 to carry multiple external stores,
managed by a flexible Armament System. An Active
Electronically Scanned Array (AESA) fire control radar ensures
targets detection and tracking, supporting weapons aiming,
while a complete communication system allows the aircraft to
participate in networked operations.




& LEONARDO

Cockpit - Low workload, high effectiveness

FRONT COCKPIT REAR COCKPIT

Advanced tandem cockpit designed to allow the Pilot and Weapon System Officer to focus on the mission State-of-the-art avionics and navigation system, fully duplicated HOTAS flight controls for maximum
tasks while effortlessly flying the aircraft. redundancy.

Multiple external stores for maximum mission flexibility

Targeting Pod Rocket Launcher

Laser/GPS Guided Bomb Short Range Air to Air Missile
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Technical Information

Wing area 253.2 ft2/23.52 m2
Wing span 33.3ft/10.14 m
Length 377 ft/11.49 m
Height 156 ft/4.76 m

Maximum Level Speed (5,000 ft) 575 KTAS
Maximum Level Speed (30,000 ft) 0.9 Mach
Limit Speed 1.1 Mach

Service Ceiling

45,000 ft (13,716 m)

Thrust/Weight Ratio (50% fuel)

0.80

Rate of Climb (Sea Level, Clean TOW)

22,000 ft/min /112 m/s

Range with 2 external tanks

1,175 nm /2,176 km

Endurance with 2 external tanks 190 min
Limit Load Factor +8g/-3g
Maximum Take-Off Weight 22,930 b /10,400 kg

Usable Internal Fuel (JP-8)

2,5001/2,008 kg

Usable External Fuel (JP-8)

3x6301/3x505kg

Maximum Wing Loading

90.5 lb/ft2 / 442 kg/m2

Maximum Payload 6,614 |b / 3,000 kg
Wing and Fuselage Hardpoints 5
Wingtip Rails 2

Pylons Compatibility

MIL-STD-1760C Class Il

Fatigue Life 30 years
Safety Loss Rate 101-6
Mean Time Between Failure (MTBF) 8 FH

Contact Person

SELLER NAME MAIL PHONE
Leonardo Aeronautics https://aeronautics.leonardo.com/

By submitting this form, you acknowledge that you have read and agree to abide by the terms and conditions outlined in
our privacy policy and terms of service. You also consent to the collection, storage, and processing of your personal data
for the purposes described therein. Please review our privacy policy and terms of service for more information on how we

handle your data and your rights in relation to it.
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